Service Menu TV LCD 

Chassis 17MB22-2 model 26715 “

1. Video setup:         

-panel select  < CHI MEI 16 / 9 26” >

-picture mute < yes >

-blue screen < yes >

-RSS < yes >

-LVDS Mode < yes >

2. Audio setup:

-equalizer < yes >

-BBE < no >

-SRS TruSurr XT < no > 

-virtual dolby surround < no >

-virtual dolby text < 3DS >

-avl < yes >

-carrier mute < yes >

-audio delay offset < +50 >

-prescale                                          -FM presc. AVL ON < +14 >

                                                         -AM presc. AVL ON < +9 >

                                                         -NICAM presc. AVL ON < +16 >

                                                         -I25 presc. AVL ON < +7 >

                                                         -SCART presc. AVL ON < +12 >

                                                         -FM Presc AVL OFF < +14 >

                                                         -AM Presc AVL OFF < +9 >

                                                         -NICAM Presc AVL OFF < +17 >

                                                         -I25 Presc AVL OFF < +7 >

                                                         -SCART Presc AVL OFF < +13 >

                                                         -SCART Presc AVL OFF-VD ON < +18 >

                                                         -SCART Presc AVL OFF-ID TV < 0 >

-dynamic bass < yes >

-subwoofer < no >

3. DRX:

-pal agc < +8 >

-secam agc < +8 >

-sif reference < +2 >

4. Options 1:

-vctp version < basic >

-double digit < no >

-power-up mode < standby >

-tv open mode < source >

-select languages                          languages set 1               german < yes >

french < yes >

spanish < yes >

italian < yes >

danish < yes >

finnish < yes >

swedish < yes >

languages set 2               greek < yes >
norvegian < yes >
dutch < yes >

portuguese  < yes >

polish < no >

turkish < yes >

russian < yes >

czech < yes >

 languages set 3              hungarian < yes >

slovak < yes >

slovenian < yes >

romanian < yes >

bulgarian < yes >

croatian < yes >

serbian < yes >

hebrew < no >

-first aps < no >

-aps volume < +20 > 

-burn-in mode < no >

-hdmi wp < yes >

-uhf only for UK < no >

5. Options 2:

-autostore  < no >

-led type  < 1 led          1 colour >

-pc pip < no >

-sd pip < no >

-pc pap < no >

-pc standby < no >

-rc < 2 >

-mb 32 < no >

-hp volume table for < 12,5 mW >

-equalizer setting for < standard >

-dtv tuner available < no >

-hdmi db card is < 17dbz >

6. Options 3:

-dyn. menu < yes >

-sort < yes >
-sleep timer osd < yes >

-avl in menu < yes >

-pin 8 standby < no >

7. Service scan / tuning

setup:

-search for L / L < yes >

-pref search standard < BG, DK, I >

-station ident < yes >

-ats delay time ( ms ) < 50 >

-color kill thr. < +70 >

-agc thr < +200 >

-ovm thr < +160 >

-tuner options                                                -control byte < +142 >

-low-mid-lb < +208 >

-low-mid-hb < +9 >

-mid-high-lb < +180 >

-mid-high-hb < +27 >

-bsw 1 < +1 >

-bsw 2 < +2 >

-bsw3 < +4 >

8. External source settings:

-dtv < no >

-dvd < no >

-ext 2 s-video < no >

-ext 3 < no >

-ext 3 s-video < no >

-fav < yes >

-bav < no >

-s-video < no >

-hdmi - 1 < yes >

-hdmi - 2 < no >

-yPbPr < yes >

-pc < yes >

9. Picture mode:

-sources < tuner >

-picture mode < dynamic >

-color temp < cool >

-contrast < +63 >

-brightness < +32 >

-sharpness < +10 >

-colour < +40 >

-backlight < +225 >

-R < +50 >

-G < +30 >

-B < 0 >

10. Reset TV – set:

Initialize NVM from ROM.

